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SPECIFICATIONS
Material:  Chrome coated steel

Capacity:  1g-10kg

(Optional 50-1000kg heavy capacity)

Class:  OIML M1

Standard with bottom cavity

(Optional top cavity) 

Weight set with aluminum box 

Optinal plastic or aluminum box for single weight 

 MODELS

Model Part No. Capcity
STM1010
STM1011
STM1012
STM1013
STM1014
STM1015
STM1016
STM1017
STM1018
STM1019
STM1020
STM1021
STM1022
STM1023
STM1028
STM1029
STM1030
STM1031
STM1032
STM1033
STM1034
STM1035

110067
110068
110069
110070
110071
110072
110073
110074
110075
110076
110077
110078
110079
110080
110081
110082
110083
110084
110085
110086
110087
110088

1g
2g
5g

10g
20g
50g

100g
200g
500g
1kg
2kg
5kg

10kg
20kg

1g-100g
1g-200g
1g-500g
1g-1kg
1g-2kg
1g-5kg
1g-5kg

1g-10kg

OIML M1
OIML M1
OIML M1
OIML M1
OIML M1
OIML M1
OIML M1
OIML M1
OIML M1
OIML M1
OIML M1
OIML M1
OIML M1
OIML M1
OIML M1
OIML M1
OIML M1
OIML M1
OIML M1
OIML M1
OIML M1
OIML M1

Division

FEATURES

8

DIMENSION / mm

Capacity
100kg

a
500 125

b c
300

200kg 600 190300

500kg 670 241500

1000kg 944 295540
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