
ISS

SPECIFICATIONS

Stainless steel compact housing, easy to clean

Bright backlight LCD display 

(Adjustable backlight level)

4 adjustable feet 

High accuracy up to 1/15,000 divisions 

300g-1500g models can work in professional 

labs, as a stainless steel lab balance.

3kg-15kg model is perfect for restaurants, delicatessen, 

meat processing plants, seafood sorting, etc.  

178mm

10
0m

m

223mm

 

FEATURES

FUNCTIONS

Model Part No.
ISS300

ISS600

ISS1500

ISS3
ISS6

ISS15

640201

640202

640203

640204
640205

640206

Capcity
300g

600g

1500g

3kg
6kg

15kg

Division
0.02g

0.05g

0.1g

0.2g
0.5g

1g

MODELS
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Power

Housing

Display

Protection

Capacity

Division

Units

Accuracy

Operating 
Temperature

110~240V AC
6V2.3Ah Rechargeable Battery

SUS304 stainless steel

LCD display with backlight

IP68

300/600/1500 g      3/6/15 kg

0.02/0.05/0.1/0.2/0.5/1 g

kg/lb/g/oz

Class III

-5 ºC - 35 ºC

Counting

Checkweigh

Animal weighing

Adjustable read division

Power saving

Auto zero

6

PACK SIZE
580*330*320mm (4pcs)

WEIGHT
14kg(4pcs)


